HTTP-Request Shelly PLUS 1

Shelly PLUS 1

HTTP-Request mit Original-Firmware:

Eingabe in die Adressleiste des Browsers:
o Komplettstatus Shelly PLUS 1:

Code
http://192. 168. xxx. xxx/ rpc/ Shel | y. Get St at us

e Status Schalter Shelly PLUS 1:

Code
http://192. 168. xxx. xxx/ rpc/ Swi t ch. Get St at us?i d=0

e Schalten Shelly PLUS 1 Relais EIN:

Code
http://192. 168. xxx. xxx/ rpc/ Swi t ch. Set ?i d=0&on=t r ue

oder
http://192. 168. xxx. xxx/ rel ay/ 0?t ur n=on

e Schalten Shelly PLUS 1 Relais AUS:

Code
http://192. 168. xxx. xxx/ rpc/ Swi t ch. Set ?i d=0&on=f al se

oder
http://192. 168. xxx. xxx/ rel ay/ 0?t ur n=of f

¢ Umschalten Shelly PLUS 1 Relais EIN/AUS:

Code
http://192. 168. xxx. xxx/ rpc/ Swi t ch. t oggl e?i d=0

oder
http://192. 168. xxx. xxx/ rel ay/ 0?t ur n=t oggl e
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e Schalten Shelly PLUS 1 Relais EIN mit Timer in s:

Code
http://192. 168. xxx. xxx/ rel ay/ 0?t ur n=on&t i mer =30

e Schalten Shelly PLUS 1 Relais AUS mit Timer in s:

Code
http://192. 168. xxx. xxx/ rel ay/ 0?t ur n=of f & i mer =30

¢ Status Eingang Shelly PLUS 1:
Code
http://192. 168. xxx. xxx/ rpc/ | nput . Get St at us?i d=0

« Konfiguration Eingang Shelly PLUS 1:

Code
http://192. 168. xxx. xxx/ rpc/ | nput . Get Confi g?i d=0

1. switch
2. button

o Gerateinfo Shelly PLUS 1:
Code
http://192. 168. xxx. xxx/ rpc/ Shel | y. Get Devi cel nfo

e Update Shelly PLUS 1:
Code
http://192. 168. xxx. xxx/ rpc/ Shel | y. Updat e

Optional: Beta-Update

Code
http://192. 168. xxx. xxx/ rpc/ Shel | y. Updat e?st age=bet a
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e Reboot Shelly PLUS 1:
Code

http://192. 168. xxx. xxx/ rpc/ Shel | y. Reboot

e Reset Shelly PLUS 1:
Code

http://192. 168. xxx. xxx/ rpc/ Shel | y. Fact or yReset

¢ WLAN-Status Shelly PLUS 1:

Code
http://192. 168. xxx. xxx/rpc/ WFi . Get St at us

¢ LAN-Status Shelly PLUS 1:

Code
http://192. 168. xxx. xxx/ rpc/ Et h. Get St at us

¢ Bluetooth-Status Shelly PLUS 1:
Code
http://192. 168. xxx. xxx/ r pc/ BLE. Get St at us

e Cloud Status Shelly PLUS 1:
Code
http://192. 168. xxx. xxx/ rpc/ C oud. Get St at us

Shelly API-Dokumentation: https://shelly-api-docs.shelly.cloud/gen2/
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