Shelly PRO 3EM
Shelly PRO 3EM
3-Phasen-Verbrauchsmessgerat der nachsten Generation

Das Shelly PRO 3EM ist ein WLAN-betriebenes, DIN-montierbares 3-Phasen-

Stromverbrauchsmessgerat mit WLAN-, Bluetooth- und LAN-Konnektivitat. Mit seiner auf
1% genauen aktiven Energiemessgenauigkeit kann das Shelly PRO 3EM genutzt werden,
um den Verbrauch samtlicher Haushaltsgerate, Stromkreise und Burogerate einzeln zu
Uberwachen. Historische Daten werden fiir bis zu 60 Tage gespeichert, wobei jede Phase
Uber eine einminutige Resolution verfugt. Zuséatzlich gestatten die Scripting-
Funktionalitaten die Ausfuhrung komplexer Szenarien und bieten erweiterte
Uberwachungsmaglichkeiten.

https://shelly-forum.com/lexikon/entry/362-shelly-pro-3em/ 1



https://shelly-forum.com/lexikon/entry/18-wlan/
https://shelly-forum.com/lexikon/entry/18-wlan/
https://shelly-forum.com/lexikon/entry/362-shelly-pro-3em/

Herstellerseite: Shelly PRO 3EM

Support: Knowledge Base

https://shelly-forum.com/lexikon/entry/362-shelly-pro-3em/



https://shelly-forum.com/file-download/32999/
https://shelly-forum.com/file-download/32998/
https://www.shelly.com/de/products/shop/shelly-pro-3-em-120-a-1
https://kb.shelly.cloud/knowledge-base/shelly-pro-3em
https://shelly-forum.com/lexikon/entry/362-shelly-pro-3em/

